TWO COMPOUNDS/ 11 SIZES
Master Flash is available in two compounds to handle virtually all job applications:

EPDM SILICONE

ADVANCED OZONE RESISTANCE tested to. . . 70 hours @ 500 pphm 70 hours @ 500 pphm
HIGH TEMPERATURE RESISTANCE
tested to . . . intermittent +135°C (+275°F) +260°C (+500°F)

continuous +100°C (+212°F) +225°C (+437°F)
LOWTEMPERATURE RESISTANCE tested to . . . -55°C ( —65°F) —74°C (—100°F)
TENSILE STRENGTH minimum . . . 10 MPa (1450 psi) 5 MPa (700 psi)
COMPRESSION SET maximum . . . 25% 50%

*Complete specification data and testing methods are available upon réquest,
Check diameter of pipe. Select the appropriate Master Flash for pipe or duct diameter. For extreme

SIZING CHART npitch or surface irregularity select next larger size.

Choose the compound required, then refer to “Code” for the Master Flash desired.

Designate Pipe Size Compound Code Flashing Details
MINI 15" — 3/4" EPDM 051 1A _ A-Top opening diameter 16"
é E]a B~ Cut to suit pipe size Yo'~ 4"
Wremml 1 s Silicone 052 =31 C - Base dimensions 24"
# 1 1/4// _ 2/; EPDM 101 ] =l /;— (T;op opening diameter CLOSED
— =|s — Cut to suit pipe size V' =2"
GRS 5 Mt Silicone 102 = — C — Base dimensions 412"
= - > =7
#2 11/4rr _ 3;/ EPDM 201 1A] B A—Top opening diameter /8
§5men i FEmm ’-é‘glg B — Cutto suit pipe size 14— 3"
Silicone 202 g C - Base dimensions 6"
#3 1/4// _ 4// EPDM 301 4] ~ A—Top opening diameter CLOSED
1 = l s | B—Cutto suitpipe size Y4 — 4"
Gmm i W2ma Silicone 302 —¢ T C - Base dimensions 8"
#4 3// _ 6" EPDM 401 1) _ A - Top opening diameter 21"
L‘é“g s | B—Cutto suit pipe size 3'-6"
76mm to 152 mm Silicone 402 T — C — Base dimensions 10"
#5 4// _ 7u EPDM 501 1A _ A—Top opening diameter 37/
é = la B — Cut to suit pipe size 4" -7"
102mm to 778 mm Silicone 502 T — C — Base dimensions 11"
#6 5// _ Q” EPDM 601 (A : A—Top opening diameter 4"
g\a B - Cut to suit pipe size 5" -9"
LT 1 @B Silicone 602 T —.= C — Base dimensions 12"
#7 6" _ 11 " EPDM 701 4] B A—Top opening diameter 5
~£=x  Z|s | B-Cuttosuitpipe size 6"—11"
152 mm to 280mim Silicone 702 I_"CE_-T C - Base dimensions 14"
#8 7n _ 13;/ EPDM 801 A] B A—-Top opening diameter 6
gla B - Cut to suit pipe size 7"-13"
i L Sl Silicone 802 = o C — Base dimensions 17"
- i i 1/
# 9 10" = 7 8” EPDM 901 1A] A-Top opening diameter 87/
Z,| 8- Cutto suit pipe size 10"-18"
ZD4mn - 45T Silicone 902 = = C - Base dimensions 25"
MAX/ 13// _ 26” EPDM 951 1Al A—Top opening diameter 11
=\, | B—_Cuttosuitpipe size 13"-26"
330mm to 660 mm Silicone 952 = F C - Base dimensions 34"
TRIM TO SUIT r’ .‘
PIPE DIAMETER.
——
TRIMMED M-F [
OPENING — - oy L—=
SHOULD BE 20% L
LESS THAN -
PIPE DIAMETER.

The “stepped” rubber design of Master Flash allows for accurate trimming to a variety of pipe or duct diameters.
With a flexible aluminum base, two compounds, and 11 different sizes, Master Flash is the most versatile, cost-
effective, efficient pipe flashing on the market today.
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